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Section Width  Height ThEkness il ilass Mass il Modklus Availability Grade Available
= b h t s R — Kg/m’ of ly Wy £ Production
e mm mm mm mm Wall em’/m cm’/m v’ Stocked
U Sections (Larssen Interlock)
VL601 600 310.0 7.5 6.4 46.3 77.2 11530 744 v 5270, 5355, 5390, $430
VL601K 600 310.0 7.8 6.8 48.5 80.8 12019 775 o} 5270, 5355, 5390, 5430
VL602 600 310.0 8.4 7.6 53.4 89.0 13046 842 v 5270, 5355, 5390, 5430
VL602K 600 310.0 8.8 15 55.4 523 13590 877 0] 5270, 5355, 5390, 5430
VL603AN 600 320.0 9.2 8.1 62.4 104.0 18601 1161 v 5270, 5355, 5390, 5430
VL603 600 320.0 9.6 8.2 64.2 107.0 19199 1200 v $270, 5355, 5390, 5430
VL604 600 390.0 10.0 9.0 73.1 121.8 31548 1618 v 5270, 5355, 5390, 5430
VLe05A 600 420.0 10.7 9.0 76.5 1275 38243 1821 v 5270, 5355, 5390, 5430
VLGO5SN 600 423.0 12.0 9.5 821 136.9 42664 2019 v 5270, 5355, 5390, 5430
VL60BA 600 430.0 13.4 9.0 854 1423 47402 2205 v 5270, 5355, 5390, 5430
VLB06AN 600 432.0 14.4 9.4 89.8 149.6 50878 2355 o} 5270, 5355, 5390, 5430
VLGO6N 600 4340 154 9.8 941 156.8 54389 2506 v 5270, 5355, 5390, 5430
VL628-1.5 600 4521 14.8 9.5 95.2 158.6 58938 2607 o 5270, 5355, 5390, 5430
VL628AN 600 453.3 154 9.8 979 163.1 61219 2701 v 5270, 5355, 5390, 5430
VL6238 600 455.1 16.3 10.1 101.8 169.6 64640 2841 v 5270, 5355, 5390, 5430
VL607A 600 453.9 17.7 10.0 106.2 1771 68232 3006 10} 5270, 5355, 5390, 5430
VL607 600 457.0 19.0 10.6 112.4 187.3 73300 3211 v 5270, $355, 5390, 5430
VLE07K 600 459.0 20.0 11.0 116.8 194.7 77153 3365 0] $270, 5355, 5390, 5430
Steel Grade: As per EN10248 17 _ Certificate: As per EN10204/3.1
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